
Purpose: Contra CostaEXPANSION
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Trans. System:

Sub Mode:

Project Information

RAIL

OTHER

HerculesAgency:

TRANSIT

CC-030002

Project Name:

Sponsor:

Hercules Intercity Rail Station

Hercules: Rail Station Site: Construct 35 ft. center platform. Realignment of existing train track. Install Passenger shelters, lighting
, and other civil infrastructure and landscaping.

Proj. Desc.:

Construct Capitol Corridor train station in HerculesRTP Tittle:

None Applies

Action Date of PM2.5 consultation via Air Quality Conformity Task Force to determine POAQC:

4:

None Applies
6:

Is the project exempt from both regional and project-level air quality conformity under 40 CFR 93.126?

Does this project (or any phases of the project) require any federal action (such as federal authorization or approval for funding or
environmental review) after December 14, 2010?

Yes

Meeting Date of PM2.5 consultation via Air Quality Conformity Task Force to determine POAQC:

APR-JUN,

Dates for PM2.5 Hot-Spot Analysis

Meeting Date of PM2.5 consultation via Air Quality Conformity Task Force to determine review hot-spot analysis:

NoIs the project exempt from regional air quality conformity under 40 CFR 93.128?

No

Project Type Selected:

Is the project exempt from regional air quality conformity under 40 CFR 93.127?
None Applies

Dates for Interagency Consultation

Project Type Selected:

Requested Date of Interagency Consultation:

Project Type Selected:

1:

5:

Step 1: Project Identification

Yes
2:

Project Type Selected:

3:

Does this project meet the definition of a “project of air quality concern” under 40 CFR 93.123(b)(1)?
New bus and rail terminals and transfer points that have a significant number of diesel vehicles congregating at a
single location;

Does this project have any federal funding?

No

Yes

Action Date of PM2.5 consultation via Air Quality Conformity Task Force to determine review hot-spot analysis:

2011

Wednesday, May 04, 2011Page 6 ofMetropolitan Transportation Commission 23



Project Assessment Form for PM2.5 Interagency Consultation 
 

 

RTIP ID# (required) 21210 
 
TIP ID# (required) CC-030002 
 
Air Quality Conformity Task Force Consideration Date  
May 26, 2011 
 Project Description (clearly describe project)  
The City of Hercules, in coordination with the Federal Transit Administration, proposes to build a new 
rail and bus station along the Capitol Corridor line within the Union Pacific Rail Road right-of-way.  The 
project will include a new station, rail platform, grade separation, and supporting infrastructure.  The 
station will also support future ferry service proposed by the San Francisco Water Emergency 
Transportation Authority; however, environmental compliance for the ferry terminal and service will be 
evaluated under a separate environmental document.   

Type of Project:   Intermodal facility/terminal/transfer point 
Pick one project type: New State highway, Change to existing State highway, New regionally significant street, 
Change to existing regionally significant street, New interchange, Reconfigure existing interchange, Intersection 
Channelization, Intersection signalization, Roadway realignment, Bus, rail or intermodal facility/terminal/transfer 
point, Truck weight/inspection station 

County 
Contra Costa 
 

Narrative Location/Route & Postmiles: 
 
The intermodal facility will be located at the intersection of Bayfront Boulevard 
and Sanderling Drive in the City of Hercules.  The station platform is also located 
at approximately milepost 21 of the Union Pacific Rail Road along the waterfront 
adjacent to Hercules Point on the waterfront of San Pablo Bay. 
 
Caltrans Projects – EA#  NA 

Lead Agency: City of Hercules 
Contact Person 
Robert Reber 
 

Phone# 
(510) 245-6531 

 

Fax# 
(510) 799-8249 

Email 
RReber@ci.
hercules.ca.
us 

 Federal Action for which Project-Level PM Conformity is Needed (check appropriate box) 

      
Categorical 
Exclusion 
(NEPA) 

DEIS 
EA or 
Draft 
EIS 

   
   

FONSI or Final 
EIS 

   
   

PS&E or 
Construction 

   
   Other 

Scheduled Date of Federal Action:        
NEPA Delegation – Project Type (check appropriate box) 

      Exempt     
   

Section 6004 –
Categorical Exemption  X Section 6005 – Non-

Categorical Exemption  
Current Programming Dates (as appropriate)   
 PE/Environmental ENG ROW CON 

Start September 2010 2010 2010 2012 
End September 2011 2011 2011 2016 
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Project Purpose and Need (Summary): (please be brief) 
The purpose of the project will be to increase local and regional mobility and transportation options by 
providing new and expanded transit services with multi-modal connections that would encourage use of 
public transit.  Additionally, the project will serve to support transit oriented development on currently 
undeveloped land adjacent to the project site. 

Traffic congestion on Interstate 80 from State Route 4 to the Bay Bridge is among the worst congestion 
in the Bay Area and is anticipated to increase (worsen) by 50% by 2020.  Growing population and 
increased commuter traffic is anticipated to put an increased demand on transit options.  The project 
would provide transit options and commute capacity, including rail and ferry service, through the Bay 
Area without increasing congestion on the I-80 corridor. 

 

 Surrounding Land Use/Traffic Generators (especially effect on diesel traffic) 
The existing project site is undeveloped land remaining from a former Brownfield.  Developed areas are 
principally residential and mixed light commercial.  The center is proposed on the existing Capitol 
Corridor and Union Pacific Rail Road right-of-way on the waterfront of San Pablo Bay.  Diesel traffic will 
be primarily limited to diesel commuter buses operated by WestCAT to serve the new intermodal 
center. 

Brief summary of assumptions and methodology used for conducting analysis (please keep this concise – 
specifics may include date of when traffic counts were conducted, studies where truck percentages were derived) 

A comparison approach was used for this analysis, in which anticipated rail and bus traffic volumes at 
the new intermodal transit center were compared with those at a similar transit center near existing air 
quality monitoring sites. This approach essentially uses the similar site as a surrogate for comparison 
with the proposed project. For this analysis, nine stations along the Capitol Corridor line were included 
in the comparison, from the Suisun/Fairfield Station on the north to the Fremont/Centerville Station on 
the south. All nine stations have multiple transit bus connections and two have connections to the Bay 
Area Rapid Transit (BART) system. Eight ambient PM2.5 air quality monitoring stations were also 
included, encompassing all PM2.5 monitoring stations within a 50-mile radius of the proposed Hercules 
ITC. 

Opening Year:  If facility is a highway or street, Build and No Build LOS, AADT, % and #  trucks, truck AADT 
of proposed facility  

 
Not applicable 

RTP Horizon Year / Design Year:  If facility is a highway or street, Build and No Build LOS, AADT, % and # 
trucks, truck AADT of proposed facility 

 
Not applicable 
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Opening Year:  If facility is an interchange(s) or intersection(s), Build and No Build cross-street AADT, % 
and #  trucks, truck AADT 
 
Not applicable 
 

RTP Horizon Year / Design Year: If facility is an interchange (s) or intersection(s), Build and No Build cross-
street AADT, % and # trucks, truck AADT 
 
Not applicable 
 

Opening Year:  If facility is a bus, rail or intermodal facility/terminal/transfer point, # of bus arrivals for Build 
and No Build, % and # of bus arrivals will be diesel buses 
 
2016   
 
 

1. WestCAT JPX commuter route @ 35 buses per day based on 15 minute frequency in peaks 
and hourly in off peaks.  100% of the 35 buses will be diesel. Weekday only service (255 
weekdays/year). Under a No Build scenario (i.e., current conditions), there are no (0) bus 
arrivals. 

 
 
RTP Horizon Year / Design Year: If facility is a bus, rail or intermodal facility/terminal/transfer point, # of bus 
arrivals for Build and No Build, % and # of bus arrivals will be diesel buses 
      
2035   

 

1. WestCAT will provide approximately 35 buses (JPX commuter route) per day based on 15 
minute frequency in peaks and 60 minutes in off peaks.  100% of the 35 buses will be diesel.  
Weekday-only service (255 weekdays/year). Under a No Build scenario (i.e., current 
conditions), there are no (0) bus arrivals.   

 

2. WestCAT will provide approximately 19 buses per day (North Shore Business Park Shuttle) 
based on 30 minute peak and midday frequency. 100% of buses (medium duty 30 foot bus) will 
be diesel. Weekday-only service (255 weekdays/year). Under a No Build scenario (i.e., current 
conditions), there are no (0) bus arrivals. 

 
 
Describe potential traffic redistribution effects of congestion relief (impact on other facilities) 
At full build out of the Hercules Intermodal Transit Center in the plan year of 2035, daily ridership is 
expected to be 837 daily trips.  Approximately 35% of the trips are expected to come from the Hercules 
residential area.  The remainder of the trips is distributed around the Hercules area.  Impacts to local 
intersections were evaluated as part of the DEIR/DEIS.  No significant adverse impacts would result to 
any of the intersections as a result of the project.   
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Comments/Explanation/Details (please be brief) 
The project site is a former dynamite and fertilizer manufacturing facility that was decommissioned in the 
1980s and has undergone extensive site remediation.  The City of Hercules is proposing to redevelop 
the area as part of a mixed use residential and commercial area as part of a larger transit oriented 
development.  Hercules and Rodeo have been identified by the San Francisco Water Emergency 
Transportation Authority (WETA) as future service locations for expanded ferry service.  Based on 
WETA evaluations, Hercules provides a superior location to accommodate future ferry service.  
However, due to scheduling and funding limitations, WETA has not identified a date when ferry service 
will be operating nor has WETA completed the necessary environmental documentation for the ferry 
terminal.  The City of Hercules has been coordinating with the Capitol Corridor Joint Powers Authority 
and with Union Pacific Railroad on the planning and development of the Hercules Intermodal Transit 
Center.   

A joint Draft EIR/EIS has been prepared by the City of Hercules and the Federal Transit Administration 
for the Hercules ITC.  The DEIR/DEIS was released for public review and comment on September 17, 
2010, which closed on November 15, 2010.  The joint DEIR/DEIS includes only the development of the 
rail and bus transit components of the project along with necessary supporting infrastructure.  Elements 
of the future ferry terminal and operation have been included in the analysis for the purposes of 
including and quantifying cumulative impacts. 

The proposed Hercules ITC would increase local and regional mobility and transportation options by 
providing new and expanded transit services with multi-modal connections that would encourage use of 
public transit. The Hercules ITC would provide bus-to-train connections and provide car commuters with 
access to new transit options that would divert traffic from Interstate-80, the most congested corridor in 
the Bay Area. An expanded and more convenient transit system with new train, bus, and trail 
connections to existing transit services would provide commuters with more options and reduce car 
usage and its associated impacts. 

In summary, the proposed project would have the anticipated net effect of reducing the regional impacts 
on air quality from those that would occur if the proposed Hercules ITC were not completed. 

 
 



Hercules Intermodal Transit Center Project 
Qualitative PM2.5 Hot-spot Analysis 

1 March 2011 

 

Hercules Intermodal Transit Project 
Qualitative PM2.5 Hot Spot Analysis Summary  
 
INTRODUCTION  

The U.S. Environmental Protection Agency commented on the Hercules ITC Draft EIR/Draft 
EIS that since the grace period from transportation conformity requirements for PM2.5 
nonattainment areas expired in December 14, 2010, which was prior to a Record of Decision on 
the project, the Hercules ITC project needs to take steps to determine project conformity with 
transportation plans and programs. These steps include clarifying whether the project is included 
in the region’s conforming transportation plan and transportation improvement program, 
consulting with the Metropolitan Transportation Commission to determine whether the project is 
a ‘project of air quality concern’ and whether a PM2.5  air quality hot spot analysis should be 
performed.  
 
In late 2010, the EPA released final modeling guidance for performing quantitative PM2.5 and 
PM10 hot spot analyses at the project level for transportation projects, and established a two-year 
grace period for the implementation of the new guidelines. Quantitative hot-spot analyses will 
not be required for Transportation Conformity under 40 C.F.R. § 93.123(b)(4) until the end of 
the implementation grace period in December 2012.  Per EPA comments and the final modeling 
guidance, a qualitative PM2.5 hot spot analysis (following the EPA’s and the Federal Highway 
Administration’s joint guidance) was conducted for the proposed project for inclusion in the 
Final EIR/EIS. 
 
PARTICULATE MATTER 
Background 
 
Particulate matter refers to solid or liquid particles suspended in the air that may be composed of 
acids, organic chemicals, metals, or soil and dust particles. Particle sizes range from those large 
enough to be seen as smoke or haze to those that act as a gas and can only be seen through an 
electron microscope. Those particles with diameters less than 2.5 microns are denoted as PM2.5, 
and sources include fuel combustion, power plants, and diesel vehicles. Those particles with 
diameters of less than 10 microns are denoted as PM10, and sources include fuel combustion, 
fugitive dust from unstable or disturbed dirt surfaces, vehicle travel on unpaved roads, crushing 
and grinding operations, and open burning. The San Francisco Bay Area has been designated 
nonattainment for the PM2.5 NAAQS, but is in attainment for the PM10 NAAQS. 
 
The Hercules Intermodal Transit Center (Hercules ITC) project involves the development of a 
multimodal transit facility on the Hercules waterfront in Contra Costa County. The development 
would include bus and commuter train access, parking for transit passengers, and 
roadway/trail/sidewalk infrastructure necessary to support the multimodal facility. The project 
would improve access to public mass transit. 
 
The Hercules ITC would be designed to facilitate alternative modes of transportation. It would 
be pedestrian and bicyclist-oriented, and would link together rail and bus service (WestCAT). 
The Hercules ITC would also be designed to facilitate a future ferry terminal to serve commuters 
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to and from downtown San Francisco. The Hercules ITC would include the construction of a 
station building, a platform, and a pedestrian bridge spanning over the Union Pacific Railroad 
(UPRR) right-of-way. Vehicular and pedestrian bridges at Transit Loop Drive, the extension of 
Bayfront Boulevard, and a new railroad bridge at the Refugio Creek terminus are planned. The 
project would include realignment of the UPRR tracks and an East Bay Regional Parks Trail 
(Bay Trail).  
 
Statutory Requirements for PM2.5 Hot-spot Analyses 
 
An air quality hot-spot analysis is an estimation of the likely future localized pollutant 
concentrations and a comparison of those concentrations to the relevant air quality standards. 
The focus is usually the immediate area around a proposed project, as opposed to the regional 
focus of an emissions inventory for an entire nonattainment area. Hot-spot analyses may be 
either quantitative, in which future concentrations are calculated for specific locations within the 
study area, or qualitative, in which the proposed project and study area are compared to similar 
existing facilities, existing monitoring data, and other readily available information. 
 
In December 2010, EPA released final modeling guidance for performing quantitative PM2.5 and 
PM10 hot-spot analyses at the project level for transportation projects (EPA 2010), and 
established a two-year grace period for the implementation of the new guidelines. Quantitative 
hot-spot analyses will not be required for Transportation Conformity under 
40 C.F.R. § 93.123(b)(4) until the end of the implementation grace period in December 2012. 
During the grace period, transportation projects that are within nonattainment or maintenance 
areas for PM2.5 and are not exempt require a qualitative analysis that must document that no new 
local PM2.5 violations will be created and the severity or number of existing violations will not be 
increased as a result of the project. 
 
In March 2006, EPA and FHWA issued a joint, updated guidance document on performing 
qualitative hot-spot analyses in PM2.5 and PM10 nonattainment and maintenance areas (EPA and 
FHWA 2006). Those projects that are of “air quality concern,” as defined by 
40 C.F.R. § 93.123(b)(1), require a hot-spot analysis. The methodology may involve a 
comparison of the study area with an area possessing similar characteristics, a review of findings 
from air quality studies that may have been performed, or other qualitative approaches.  
 
PM2.5 Regional Conformity Determination 
 
Section 176(c) of the CAA and the federal conformity rule require that transportation plans and 
programs conform to the intent of the State Implementation Plan for air quality through a 
regional emissions analysis in PM2.5 nonattainment areas. For the San Francisco Bay Area, the 
relevant transportation plans and programs are the long-range regional transportation plan (RTP), 
called Transportation 2035 Plan: Change in Motion, adopted by the Metropolitan Transportation 
Commission (MTC) in April 2009, and the 2011 Transportation Improvement Program (TIP), 
adopted by MTC in October 2010. MTC has determined that the Transportation 2035 Plan and 
the 2011 TIP are consistent with and conform to the intent of the State Implementation Plan, as 
demonstrated in the Transportation-Air Quality Conformity Analysis for the Transportation 2035 
Plan and 2011 Transportation Improvement Program, dated October 27, 2010. 
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The Hercules Intermodal Transit Center project was included in the regional emissions analysis, 
and there have been no significant changes in the project’s design concept or scope as used in the 
conformity analysis. Therefore, the project comes from a conforming plan and program in 
accordance with 40 C.F.R. § 93.115. 
 
PM2.5 Hot-spot Analysis 
 
As previously noted, EPA’s latest guidance on PM2.5 hot-spot analyses requires localized 
assessment for projects of air quality concern. The proposed project is of air quality concern 
primarily because it would be a new bus and rail terminal that would have a significant number 
of diesel vehicles congregating at a single location (40 C.F.R. 93.123(b)(1)(iii)); therefore, it 
requires a hot-spot analysis. 
 
A comparison approach was used for this analysis, in which anticipated rail and bus traffic 
volumes at the new intermodal transit center were compared with those at a similar transit center 
near existing air quality monitoring sites. This approach essentially uses the similar site as a 
surrogate for comparison with the proposed project.  
 
Ideally for the comparison approach, PM2.5 air quality monitoring stations should be located 
close to transit stations to obtain representative pollutant levels that can be used as a surrogate for 
the proposed project site. However, the collocation of these facilities is rare in the real world. 
Therefore, it is usually necessary to identify several similar transit stations and all PM2.5 air 
quality monitoring stations in the vicinity for the comparison analysis.  
 
For this analysis, nine stations along the Capitol Corridor line were included in the comparison, 
from the Suisun/Fairfield Station on the north to the Fremont/Centerville Station on the south. 
All nine stations have multiple transit bus connections and two have connections to the Bay Area 
Rapid Transit (BART) system. Eight ambient PM2.5 air quality monitoring stations were also 
included, encompassing all PM2.5 monitoring stations within a 50-mile radius of the proposed 
Hercules ITC. 
 
The proposed Hercules ITC project is tentatively scheduled for construction in 2011. Anticipated 
rail and bus traffic volumes were obtained from the project description and the Traffic Impact 
Analysis prepared for the proposed project. 
 
The qualitative analysis of the potential impacts associated with the proposed project began with 
a review the selected transit stations, including approximate size and configuration of the station, 
the number and frequency of bus connections, the presence of other rail transit connections (e.g., 
BART), and the proximity to other potential emission sources (e.g., industrial facilities, airports). 
For the purpose of this analysis, all bus traffic was assumed to consist of diesel-engine vehicles 
because specific data on engine types were not available. Reviewed parameters for the rail transit 
stations are summarized in Table 1. 
 
The review of rail transit stations along the Capitol Corridor line in the region of the proposed 
Hercules Intermodal Transit Center revealed that the current design of the Hercules ITC is 
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similar in size and configuration to other regional transit stations. Further, the expected number 
and frequency of bus connections is similar to other nearby stations. Nearby transit stations most 
similar to the proposed Hercules ITC are the Martinez, Emeryville, and Oakland Jack London 
stations. Nearby transit stations that are more active, with more intensive uses, more nearby 
emissions sources, and connections to other major rail transit, are the Richmond and Oakland 
Coliseum stations. Nearby transit stations that are smaller, less intensive, or with less nearby 
major emission sources are the Suisun/Fairfield, Berkeley, Hayward, and Fremont/Centerville 
stations. 
 
Table 1.  Rail transit stations along Capitol Corridor 

Station name 

Bus connections Other rail 
transit 

connections 
Other emission sources nearby Number of 

routes 
Typical 

frequency 

Suisun/Fairfield 3 15 min. to 
1 hr. None Industrial sites – 1.5 mi. 

Martinez 5 40 min. to 
2 hrs. None 

Industrial sites – 0.25 mi. 
Major oil refinery – 0.75 mi. 
Shipping port – 1.0 mi. 

Hercules (proposed) 6−8 (est.) 30 min. 
(est.) None 

Wastewater treatment plant – 0.75 mi. 
Oil refinery – 1.5 mi. 

Richmond 8 15−30 min. BART 
Industrial sites – 1.0 mi. 
Large rail yard – 1.0 mi. 
Major oil refinery – 1.5 mi. 

Berkeley 1 15−30 min. None No major sources within 1.5 mi. 
Emeryville 8 15−30 min. None Major shipping port – 1.5 mi. 

Oakland Jack London 8 15−30 min. None 
Oakland Inner Harbor – 0.25 mi. 
Major shipping port – 0.5 mi. 
Naval air station – 1.5 mi. 

Oakland Coliseum 4 15−30 min. BART 
Industrial sites – 0.1 to 1.0 mi. 
Metal pipe foundry – 0.25 mi. 
Oakland Int. Airport – 1.5 mi. 

Hayward 4 1 hr. None 
Industrial sites – 0.25 to 0.5 mi. 
Hayward Executive Airport – 1.0 mi. 

Fremont/Centerville 4 30 min. 
Altamont 

Commuter 
Express 

No major sources within 1.5 mi. 

  

 
The review then focused on the air quality monitoring stations in the area, including measured 
concentrations of PM2.5; number of exceedances of the National Ambient Air Quality Standards 
(NAAQS) for PM2.5; size of the surrounding community; proximity of the monitoring station to 
the nearest rail station, bus transit center, major roadway or highway, and other sources of fine 
particulate matter; and estimated traffic volumes on nearest major roadways or highways. 
Reviewed parameters for the PM2.5 air quality monitoring stations are summarized in Table 2. 
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Table 2. PM2.5 air quality monitoring stations in the Bay Area 

Station 
name 

Size of 
surrounding 
communitya 

2009 PM2.5 monitoring results (in µg/m3 b) 

ADT on nearest 
major 

roadwayj 
Other major PM2.5 

sources 

24-hour  
(NAAQS is 35 µg/m3) 

(No separate Cal. standard) 

Annual  
(NAAQS is 15 µg/m3) 

(Cal. standard is 12 µg/m3) 

Max.c Exc.d 
3-yr 

averagee 
NAAQS 

violation?f Avg.g 
3-yr 

averageh 
NAAQS 

violation?i 

Vallejo 121,435 38.9 5 36 yes 9.7 9.8 no 142,000 (0.4 mi.) Wood burning 
Major oil refineries 

Concord 125,864 39.0 1 33 no 8.4 8.7 no 242,000 (1.8 mi.) Major oil refineries 

Oakland 430,666 36.3 1 NAk NA 9.3 NA NA 155,000 (1.0 mi.) 
Major shipping port 
International airport 
Large industrial sites 

San Francisco 856,095 35.6 1 27 no 9.7 9.4 no 224,000 (0.3 mi.) Industrial sites 

Livermore 85,312 45.7 4 34 no 9.2 9.4 no 166,000 (0.9 mi.) No industrial sources 

Fremont 218,128 39.3 1 27 no 9.4 9.2 no 142,000 (1.0 mi.) Industrial sites 
Salt production plant 

Redwood 
City 78,568 31.7 0 28 no 8.7 8.7 no 194,000 (0.3 mi.) Industrial sites 

Santa Rosa 163,436 29.0 0 28 no 8.4 8.2 no 120,000 (0.6 mi.) No industrial sources 

a most recent population estimate, as reported in the BAAQMD 2009 Air Monitoring Network Report 
b micrograms per cubic meter 
c the highest average contaminant concentration over a 24-hour period, from midnight to midnight 
d the number of days during the year for which the monitoring station recorded contaminant concentrations exceeding the national standard of 35 µg/m3 
e the three-year average of the annual 98th percentiles of the individual 24-hour PM2.5 concentrations 
f a NAAQS violation occurs when the three-year average of the annual 98th percentiles of the individual 24-hour PM2.5 concentrations exceed 35 µg/m3 
g the yearly average (arithmetic mean) of the readings taken at the monitoring station 
h the three-year average of the quarterly averages of PM2.5 
i a NAAQS violation occurs when the three-year average of the quarterly averages of PM2.5 exceeds 15 µg/m3 
j most current available average annual daily traffic volume on the nearest major arterial or highway 
k the Oakland monitoring site has not yet been operating for 3 years, so 3-year averages are not available and NAAQS violations cannot be determined 
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Transportation sources do not appear to be major contributors to PM2.5 concentrations at the air 
quality measurement stations in the Bay Area. This is supported by the absence in the 
Transportation-Air Quality Conformity Analysis for the Transportation 2035 Plan & 2011 
Transportation Improvement Program of any transportation control measures (TCMs) 
specifically addressing PM10 or PM2.5. Further, a review of the monitoring data in Table 2 
suggests that those locations that have the highest ambient concentrations of PM2.5 are generally 
located in less populated suburban areas with lower ADT on the nearest major roadway.  
 
For example, the Vallejo location is situated in a community of about 121,000 people, with 
approximately 142,000 ADT on the nearest highway located four-tenths of a mile from the 
monitoring site. This location recorded the highest three-year average PM2.5 concentration in the 
Bay Area, exceeded the 24-hour PM2.5 standard on five occasions during 2009, and has resulted 
in the only violation of the 24-hour PM2.5 NAAQS in the Bay Area. According to BAAQMD, the 
primary source of PM2.5 at this monitoring site is wood burning in the wintertime, which is 
exacerbated by valley drainage winds from the Napa Valley, and shallow temperature inversions. 
 
The second highest three-year average PM2.5 concentration was measured at the Livermore 
monitoring station, which is situated in a community of about 85,000 people, with approximately 
166,000 ADT on the nearest highway located nearly a mile from the monitoring station. This 
location recorded four daily exceedances of the 24-hour PM2.5 standard in 2009, although the 
three-year average concentration is slightly below the NAAQS. 
 
By contrast, the San Francisco monitoring station is situated in a community of over 850,000 
people, with approximately 224,000 ADT on the nearest highway located just over one-quarter 
mile from the monitoring station. This location recorded one of the lowest three-year average 
24-hour PM2.5 concentrations in the Bay Area and only one daily exceedance of the 24-hour 
PM2.5 standard in 2009. Similarly, the Oakland monitoring station is situated a community of 
more than 430,000 people, with approximately 155,000 ADT on the nearest highway located 
about one mile from the monitoring station. This location also recorded one daily exceedance of 
the 24-hour PM2.5 standard in 2009. The Oakland monitoring station has not been operating long 
enough to calculate a three-year average for comparison with the NAAQS, but available data 
from the past two years suggests that the average is trending below the NAAQS and will likely 
meet the standard when the 2010 data is available for inclusion in the calculation. 
 
For comparison, the proposed Hercules ITC location is situated in a community of about 25,000 
people, with approximately 182,000 ADT on the nearest highway located about one mile from 
the proposed site. Based on surrounding population, proximity to major highways, and proximity 
to major sources of PM2.5, the Hercules ITC location would be most similar to the area 
surrounding the Redwood City and Concord air quality monitoring station. Those monitoring 
stations measured maximum 24-hour PM2.5 concentrations of 31.7 µg/m3 and 39.0 µg/m3, 
respectively, in 2009, with three-year averages of 28 µg/m3 and 33 µg/m3, respectively. Both of 
the calculated three-year averages met the NAAQS. All measured concentrations of the annual 
standard at both monitoring stations met the NAAQS and the California standard. 
 
Disregarding the surrounding population size, the San Francisco and Oakland monitoring 
stations also have similar characteristics, in terms of proximity to major transportation facilities 
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and major PM2.5 sources, to the Hercules ITC area. Those monitoring stations measured 
maximum 24-hour PM2.5 concentrations of 35.6 µg/m3 and 36.3 µg/m3, respectively, in 2009, 
with a calculated three-year average of 27 µg/m3 at the San Francisco monitoring station, which 
meets the NAAQS. As mentioned above, the Oakland monitoring station has not been operating 
long enough to calculate a three-year average for comparison with the NAAQS, but available 
data from the past two years suggests that the average is trending below the NAAQS and will 
likely meet the standard when the 2010 data is available for inclusion in the calculation. All 
measured concentrations of the annual standard at both monitoring stations met the NAAQS and 
the California standard. 
 
As part of the Transportation-Air Quality Conformity Analysis for the Transportation 2035 Plan 
& 2011 Transportation Improvement Program, the MTC estimated and compared Build and 
No Build scenario emissions of PM2.5 for 2015, 2025, and 2035. The applicable conformity test 
for PM2.5 is the Build/No Build test, in which the emissions from the RTP and TIP (Build 
scenario) must be less than or equal to emissions from the transportation system under current 
programs (No Build scenario). The Hercules ITC is included in the Build scenario used for the 
comparison to determine conformity. Results of the conformity test, shown in Table 3 on the 
next page, indicated that the total vehicle-related emissions of PM2.5 and the NOx precursor 
associated with the implementation of the RTP and TIP are projected to be lower than those for 
the current transportation system for each of the years of analysis and are, therefore, in 
conformity. 
 
Table 3. Emissions comparison for the Build/No Build test for PM2.5 (in tons per day) 

 

2015 2025 2035 

No Build Build No Build Build No Build Build 

PM2.5 5.92 5.66 5.87 5.78 6.36 6.14 

NOx 112.63 109.55 60.36 60.16 42.87 42.85 
Notes: Emissions are for wintertime only 
Source: MTC, 2010b. 
 
 
Discussion and Conclusion 
 
Nearby transit stations most similar to the proposed Hercules ITC are the Martinez, Emeryville, 
and Oakland Jack London stations. Of the PM2.5 monitoring stations in the Bay Area, the site 
characteristics of the Redwood City and Concord monitoring stations most closely resemble 
those characteristics projected for the Hercules ITC area now and into the future. Further, the 
San Francisco and Oakland monitoring stations are located in larger communities, but have 
similar proximity to major transportation facilities and major PM2.5 emission sources. Based on 
the review of these similar transit stations and PM2.5 monitoring stations, it is unlikely that the 
proposed Hercules ITC project would cause or contribute to an exceedance of the PM2.5 
standards. This conclusion is based on the following findings: 
 
 Diesel bus and train emissions are not major contributors to ambient concentrations of PM2.5 

in the Bay Area. According to EPA emission summaries, all on-road motor vehicles, 
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including a small percentage of diesel buses, accounts for about 12.6% of total PM2.5 
emissions in the Bay Area. Similarly, all non-road equipment, which includes heavy 
construction equipment, aircraft, and ships, as well as trains, accounts for only 6.2% of total 
PM2.5

 Residential wood combustion and industrial processes are the largest sources of PM
 emissions in the Bay Area (EPA 2005). 

2.5 
emissions in the Bay Area, accounting for more than half (53.5%) of all emissions of PM2.5

 Ambient PM

 
(EPA 2005). 

2.5

 The Build/No Build emission test conducted by MTC for the RTP and TIP conformity 
analysis demonstrated that emissions from the Build scenario, which includes the proposed 
Hercules ITC, would be lower than the No Build scenario. 

 monitoring in areas most similar to the Hercules ITC project site were below 
the NAAQS and California standards. 

 
The proposed Hercules ITC would increase local and regional mobility and transportation 
options by providing new and expanded transit services with multi-modal connections that would 
encourage use of public transit. The Hercules ITC would provide bus-to-train connections and 
provide car commuters with access to new transit options that would divert traffic from 
Interstate-80, the most congested corridor in the Bay Area. An expanded and more convenient 
transit system with new train, bus, and trail connections to existing transit services would provide 
commuters with more options and reduce car usage and its associated impacts. 
 
In summary, the proposed project would have the anticipated net effect of reducing the regional 
impacts on air quality from those that would occur if the proposed Hercules ITC were not 
completed. This conformity determination meets all of the applicable CAA Section 176(c) 
requirements for federally funded or approved transportation projects. Specifically, the 
requirements for particulate matter hot-spot analyses are codified at 40 C.F.R. § 93.116 and 
§ 93.123. By meeting these regulatory requirements, as well as other requirements in the 
conformity regulations, this conformity determination demonstrates compliance with the 
requirements of CAA Section 176(a)(1). 
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